
INSTALLATION NOTES:

1. UTILITY GROUND CONDUCTOR

2. BACKHAUL DEMARCATION

3. UTILITY GROUND ELECTRODE

4. WIRELESS INSTALLATION GROUND ELECTRODE

5. PADMOUNTED EQUIPMENT CABINET

6. AC POWER DISCONNECT

7. ANTENNA CABLE IN CONDUIT - 2" MAX.

8. METER SOCKET - REFER TO UTILITY STANDARDS

9. SERVICE DISCONNECT SWITCH - REFER TO UTILITY STANDARDS

10. WIRELESS PROVIDER GROUND CONDUCTOR

11. ALL INSTALLATIONS MUST BE APPROVED PRIOR TO INSTALLATION

AND COMPLY WITH CITY STANDARDS

12. ANTENNA

CONFIGURATION S-1 WIRELESS ANTENNA INSTALLATION

GENERAL NOTES:

1. UTILITY PERSONNEL SHALL DE-ENERGIZE WIRELESS EQUIPMENT

PRIOR TO PERFORMING ANY WORK ON POLE.

2. ALL WIRELESS INSTALLATIONS WILL BE METERED AND SHALL

COMPLY WITH UTILITY'S ELECTRICAL STANDARDS AND ALL

OTHER APPLICABLE CODES.

3. ALL WORK IN SUPPLY SPACE MUST BE COMPLETED BY QUALIFIED

WORKERS AND APPROVED BY UTILITY. ALL APPLICABLE NESC SUPPLY

SPACE WORK RULES APPLY.
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WIRELESS ANTENNA INSTALLATION

PADMOUNT EQUIPMENT

WOOD STREET LIGHTPOLE
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